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RadioShack. 

Tilting, Auto-Sensing 
5-Way Stereo 
A/V Selector 

Cat. No. 15-1985 

Thank you for buying the RadoShackTilting, Auto-Sensing 5-\Afey Stereo 
A/V Selector. It allcw\e you connect rp to five audc/ video deuces to your 
TV or VCR, and sv^tehbetvteenthemwthout having to sv\iBp cables. 

Choosing a Location 

You can place the selector on almost any flat strface Forthebest 
resiJts, do not place it on top of a TV or other electrical appliance! 
IIVPOKIANT: If you place the selector on the top of your TV 
etectrorragoetic interference ftomthe TV rdghtdstort the sotrid from 
arty devices connected to the selector. If this happens, move the 
selector avtey ftomthe TV 




INPUTS (1-3) INPUT d/FtECCRCV CXJTF>UT1 

OUTPUT2 



POWER — Plug the AC actepter here. 


Connections 

Use stereo audc/video cables phono plugs (available at yotr local 
FtadoShack store and online at RadoShackcorr) to rrake all 
connections. Forthe best perfbrrrBnce, use high-quality audo/video 
cables. The selector's color-coded jacks rrake it easy to connect devices. 
Yellowjacks arefbrvideo, ted Jacks are for right audo, and v\hite Jacks 
ate for left audo. 

For convenience, you can tilt the selector fbrvTiard to access the jacks on 
the back 

T Gomecteachdevice's audooutputstoasetof IhPUTfl-S) R/Land 
IhPUT 4 (R/LyRECX)RD) Jacks on the back of the selector, orthe R4_ 
Jacks on the front of the selector. Id open the front cover, insertyoLr 
fingertip or a flat-bladed screvteMver into the cover gap 

2. If a device does not have an S- Video cable, connect its video output 
to the selector's INPUT (1-3) VIDEO and INPUT 4 (VIDEOf 
RECORD) Jacks on the back of the selector or the VI DEO Jack on the 
front of the selector. Ifthe device has an S-Video cable, connect its 
video output to the llvPUT (1-3) S-VIDEO and Il'iPUT 4 
(S-VIDEOfRECORD) Jacks orthe S-VIDEO Jack on the front of the 
selector. 

Note: Do riot cornect a device's video output to both IIVPUT VIDEO 
and lh«JT S-VIDEO. 

3. If your TV or rronitor does not accept an S-Video cable, connect its 
video input to the selector's OUTPUT 1 VI DEO or OUTPUT 2 
VIDEOfRECORD. If the TV or rronitor has an S-Video cable, 
connect it to OUTPUT1 SVIDEOorOUTPUT2S-VIDECy 
RECORD. 

Note: Do rtctcorTTecttheTVorrroriitor's video input to both 

OUTPUT VIDEO and OUTPUT S-VIDEO. 

4. Connect the TV or monitor's audo inputs to the OU I PUT 1 R/L or 

OUmJT2 R/URECORD. 

5. ComectthesLpplied AC adapter's barrel plugtD PO\A£R Jack and 
then connect the adapter's AC plug to a standard AC outlet 

Note: To LBe the VCR, O/ORorPVR, be sue to connect the VCR, DVD-R or 
PVR's output/input to the setector's INPUT 4 RECORDfOUTPUT 2 RECORD. 
\MTenyojturiontheVCR, O/OR or PVR, the selector switches to that input so 
you can view the progamftomthe TV. 


Operation 

The selector is pre-set to the auto sensing rrode. Ttm on theTV and 
thedeviceyouwantto view The selector cycles through all inputs 
based on the priority of the front panel input and then IINFUTI, 
IM’UTZ IM’Ur3 IIM’Ur4 The selector goes to the device v«th the 
top priority that is powered on. The iridcatoronthefrontofthe 
selector lights for that device 

If you ttm on two devices at the same time, the selector selects the 
device v«th top priority based on the priority of the front panel input 
IM>Uri IM3JT2 IM>Ur3 and then IINFUT4 
You can also rranually select the desired device by pressing the 
button on the front of the selector The selector autorratically svutehes 
to that input and its indcator lights. VUten you tun off that device, the 
selector cycles through all inputs then goes to the device the top 
priority that is powered on. 

NoIe: Ifyouseea blue screen on you" TV, or the selector does not 
svuteh backto the previous device when you tun off you" VCR, this is 
norrml. Id svutch backto the previous device, press the 
correspond ng button for that device 


Care 

Keep the selector cky; if it gets wet wipe it cky irrrredately Use and store the 
selector only in riorrrBi terrperatueervirorTTerTts. Fiarcle the selector careftJly; do 
notckopit Keep the selector away fromdust and drt and wipe it with a darrp cloth 
occasionally to keep them looking new 


Service & Repair 

If you" selector is not perfdrrring as itshodd, take ittoyou" local RadoShack store 
for assistance. To locate you" nearest RadoShack use the store locatorfeatue on 
RadoShacks website (vwwvradoshackcorr), or call l-80O-The Shack (843-7422) 
arid fdllowthe menu options. Modfyingortarrpering with the selector's internal 
corrponerts can cause a rmlfurction and rright invalidate its warranty 


Specifications 

Power SoLTXze DC 12V 3CX)rrA 

Power ConsLiTption 3W 

Dimension (l-l\AO) 3 V 32 x 9 V 2 x 3 ^/a in 

(77 X 241 X 86 rmi 

V\fei^ la 27 Qz (518 g) 

Spedficaticins are typical; indvicJual Lnits rray vary 
Spedficaticins are SLiDjedtD dnange and irrpro^errert withcxt 
notice Azbjal procljclrrey varyftemthe prcductirrages intrts 
(±xa_rrert 

miats Included 

This LBeCs gLids - 5-\A/fey A/V Selector - Labels 


WARNING: To reduce the risk of fire or shock hazard, do not 
expose this product to rain or moisture. 


CAUTION 


RISK OF ELECTRIC SHOCK 
DO NOT OPEN 



CAUTION: TO REDUCE THE 
RISK OF ELECTRIC SHOCK, 
DO NOT REMOVE COVER OR 
BACK. NO USER- 
SERVICEABLE PARTS INSIDE. 
REFER SERVICING TO 
QUALIFIED PERSONNEL. 



The exclamation symbol is intended to inform you that 
important operating and maintenance instructions are 
included in the literature accompanying this product. 


The lightning symbol is intended to alert you to the presence of 
uninsulated dangerous voltage within this product’s enclosure that 
might be of sufficient magnitude to constitute a risk of electric shock. 
Do not open the product’s case. 


CaUHonc You must use a Class 
2 power souce that supplies 
12V DC and delivers 300mA Its 
center tip rrust be set to positive 
and its plug rrust fit the 
selector's PCAAERJack The 
supplied adapter meets these 
specifications. Using an adapter 
that does not meet these 
specifications couid darrage the 
selector or the adapter. 


Using the Stickers 

Your selector comes w^ two sheets of cable stickers and one sheet of device 
stickers to gve your hookups iderntities. You can use the prirted stickers or write 
down the connected device name on the blank sticker. 

Id use the cable sticker, peel off the desired sticker, paste andfdid up the sticker to 
the corresponcing cable. To note which devices are comected to which set of 
Jacks, peel off the desired device sticker and paste it belowthe corresponcing 
button 



This device corrplies wrth Part 15 of the FCC Ruies. Operation is sufcjecttothefdllowrng two condtions: (1) this device rray not cause 
harrrfiJ irterference, and (2) this device rrust accept arry irterference received inducing irterference that rray cause undesired operation 
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